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H11 Standard Features

Light weight,
comfortable design

Quick Release Buckles

Front and rear
attachment points

Front fall arrest
attachment D and
Rear extension strap

Rear Dorsal D’s

Confined Space
Pick up Points
Allows user to be lifted
as vertically in line as
possible

Fall Indicator
Exposes red tag if
harness has been 
shock loaded to
alert personnel

Padded Leg Straps

Options

Modulars & Accessories

Full Body Harnesses

H11 Standard Working at Heights Harness

The H11 Standard Working at Heights Full Body Harness 
is a light weight and comfortable design and comes 
with Front and Rear Central D Attachment Points, Vertical 
Lifting Loops for Retrieval/Confined Spaces, Rear D 
Extension Strap and Fall Indicator, Quick Release Buckles 
and Deluxe Padded Leg Straps.

Materials & Construction
• 44mm Polyester webbing
• Minimum breaking load 15 kN
• Zinc plated fittings as standard
• Water/UV resistant webbing
• Weight 1.2kg

Webbing Options
All webbing is water resistant and 
UV degradation tested to Australian 
Standards. Available in:

Standard - UV Resistant Polyester
Proflex - Elasticised Polyester
Fire Proof - Nomex coated Kevlar 
Reflective Tape
Water & Oil Resistant

Buckles & Adjusters
Positioned for easier connection 
and reduced pressure on hips. 
Available fittings include:

Standard Mild Steel Fittings
Stainless Steel Fittings
Stainless Steel Quick Release

Testing & Quality Control
• 100% visual inspection
• Conforms to AS1891.1:2007, License Number 1270
• Manufactured under an ISO 9001 Certified Quality 

Assurance System

• Side D’s

• Internal Belt

• Riggers Kit

• Miners Tool Belt

• Buttock Strap

• Hydropack

• Stormy Life Vest

• Stormy Water 

Activated Light

See following page for details

All harnesses to be inspected every 6 months
(minimum) as required by AS/NZS 1891.4 : 2009

Safe Working Load (SWL)
• Maximum operator weight

including tools shall be no
more than 140kg
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Riggers Kit Code: O

Internal riggers belt for oil / derrick / drilling

Miners Belt Code: B

Miners / Tool belt

Buttock Strap Code: T

Buttock strap for increased comfort for tower and polestrap operations

Side D’s Code: D

Side D’s for pole strap adjustment

H11 Modulars & Accessories for Customisation

Riggers Belt Code: R

Internal riggers belt with buttock strap and side D’s

Stormy Water Activated Light Code: SWAL

Water activated light designed to clip to the manual inflation point on the
Stormy Personal Floatation Device

H11E Deluxe / Expert Harness Code: H11E

Standard H11 Harness with New Water and Oil/Hydro Carbon Resistant Webbing, Front and 
Rear Central D Attachment Points, Deluxe Padded Leg Straps and Shoulder Pads, Roller Fixed 
Adjuster Buckles on the Chest, Side D Rings and Self Rescue Etrier (SRE)

Hydropack Code: W

Designed to allow easy hydration on the go without rearranging gear,
the Camelbak Hydration Pack can be easily removed when necessary.

Personal Rescue Device Code: PRD

A controlled rated lowering system that is built into the rear D of the harness. This system is 
further fall arrest rated and allows the user to activate (if safe to do so) after a fall has occurred.

Stormy Life Vest Code: PFDA

The Stormy 300N Personal Floatation Devise (PFD) is fully compliant as an add on option for 
the H11 harness and is removable when not required.

Full Body Harnesses


